
Sika® Cavity Drainage System
n	 BBA Approved
n	 Fast Track Solution
n	 Impermeable to Water, Gas and Water Vapour
n	 Suitable for Above or Below Ground Use



Sika® Cavity Drainage System

Typical Uses

Sika® Cavity Drainage membranes can be used where site 
conditions or the design of the structure make it difficult to 
use Sika® 1 Pre-Bagged Waterproofing System or other 
traditional tanking methods.
 
Sika® Internal Cavity Drainage membranes  work on 
the principal of allowing water to penetrate the structure, 
collect it and manage it into a suitable drainage system  
for disposal.  The membrane are fixed to the walls using 
special plugs with minimum surface preparation required to 
the substrate.  Once the membrane is has been fitted, wall 
surfaces can be dry lined or plastered and the floors can be 
screeded.

Design Considerations

Sika® Cavity Drainage System can be used when 
designing Type C Structures (as classified by BS8102:1990) 
and when installed will provide levels of protection required 
for Grade 1, 2, 3 and 4 Basements. 

Irrespective of the conditions at the design or installation, BS 
8102 says one must assume hydrostatic pressure is going 
to occur at some time during the lifetime of the basement. 
This means that some form of water removal system must 
always be fitted with the Sika® Cavity Drainage membrane 
in below ground structures.

On flat soffits Sika® 1 Pre-Bagged Waterproofing System 
should be used as Sika® Cavity Drainage Systems cannot 
be used. 

Specification

In accordance with NBS specification J40 (clause 290) or 
contact Sika’s technical department for further assistance on 
01707 394444 or email: technical@uk.sika.com.  Installation 
Guidelines are available from our Technical Department also.

Durability
 				  
Sika® Cavity Drainage membranes all have BBA approval, 
which state that Under Normal conditions the Sika® Cavity 
Drainage membrane will provide an effective barrier to the 
transmission of water and water vapour for the life of the 
structure.

Other Waterproofing Solutions
 				  
Sika®-1 Pre-bagged Waterproofing System
Sika® Damp-proofing Slurry
Sika® Waterstopping Injection System

Typical Sump Detail

SIKA CD ROPE BETWEEN FLOOR
MEMBRANE & SUMP BASIN

SIKA CD CORNER SEAL SEALED 
AROUND SUMP BASIN & FLOOR 
MEMBRANE

SIKA CD MEMBRANE
DRY LINING
(INSULATION WHERE 
REQUIRED)

SIKA CD CHANNEL
& 20mm STONES

SIKA HD20 MEMBRANE
20mm STONE LID TIMBER OR SCREED

WATER DISCHARGE PIPE

SLAB

SUMP BASIN

Typical Wall/Floor Detail

GROUND LEVEL SOFFIT  

SIKA PREBAGGER WATERPROOF 
RENDER OR SIKATOP SEAL 107

FILLET
FINISH TO SOFFIT AS REQUIRED

TO SUITABLE DRAINAGE DETAIL 
ie SIKA CD CHANNEL

SIKA CD MEMBRANE

SIKA CD MEMBRANE

DRY LINING
(INSULATION WHERE REQUIRED)

SIKA CD CORNER SEAL

SIKA CD CHANNEL & 20mm STONES

SIKA HD20 MEMBRANE
TIMBER or 75mm SCREED

SLAB


